BRAHLER ICS is committed to continually improving its products and so reserves the right to make technical modifications without notice.
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Description

AUTOMIC®, thefirst ever automatic, electronically
controlled microphone management system to be
interconnected using a single-cable technique, has
been in successful worldwide use since 1969. Today
BRAHLER ICS® offers its technically optimised
AUTOMIC® as an alternative for the low-cost end
of the market.

It consists of a control console (which both controls and
provides power to 70 inicrophones), the president
microphone stand and the delegate microphone units
(which contain a built-in loudspeaker and an LED
status indicator). Distinguishing characteristics of the
AUTOMIC® system are its compact ditnensions
and light weight. It can be used universally and is
quick to assemble.

The matt black delegate unit weighs only 650¢ and
combines an LED indicator, a pushbutton for On/
Off and a loudspeaker - all incorporated in a compact
stand, which includes a icrophone socket. The
microphone we recommend is our TM56/5 model
with its all-round status indicator.

With AUTOMIC®, it is also possible to choose
between the well-proven microphone operating inodes,
PABC and AUT. In other words, the technology
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continues to be adaptable to meet delegates’ discussion
habits.

The delegate microphones are either controlled centrally
with interlocking (i.e. only one microphone can ever
be live at any given time, PABC) or without
interlocking (where virutally any number of
mnicrophones can be switched on and off simultaneously,
AUT).

M66/1 AUTOMIC® compact control console.
For handling up to 70 delegate units.

PN/5 AUTOMIC® president microphone stand.
Built-in loudspeaker. Supplied without
microphone. LED for Microphone On. Pushbutton
for Microphone On/Off. Pushbutton for Priority.

DN/5 AUTOMIC® delegate unit. Built-in
loudspeaker. Supplied without microphone. LED
indicator for Microphone On. Pushbutton for
Microphone On/Off. Permanently wired-in cable,
2.5m long with plug.

TM56/5  Conference icrophone. Electret
microphone. Black. With gooseneck and all-round
indicator.
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MEG-2 AUTOMIC® extension cable 2.5m.
M8G-5 AUTOMIC extension cable 5.
MEG-10 AUTOMIC extension cable 10m.
M8G-20 AUTOMIC extension cable 20m.

M8G/1+3  Cable junction. One input. Three
outputs.
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